®

SINO

HOTRUNNER

PRM-T SYSTEM

PRM-T SYSTEM is the most convenient and efficient system for the application to save the
mold space and the mold machining time.

PRM-TSYSTEM A4 A THEEMIMHE SN EMNIEE A EMSHE.

Main Features

-Flexible Air channel connection. SEERERE
-Screw type design for the nozzle and nozzle locator. EHBAES S RRBFX EZEEE
-Gate size and the nozzle's length can be customized. AEHBIBKEMEDO LN

Main Solutions

-Wide application for the home applicance. IF'ZNAFREBRY RS
-Shorten the mold machining lead time. YR fE B 35 B
-Delivery with the whole hot runner unit pre-assembly. 0K 3T I

IE Hawin Z
-Convenient for the installation.
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SINO®

HOTRUNNER

PRM-T SYSTEM

NOZZLE DIMENSIONS # M R ~f

Unit:mm

MODEL SIZE | CHANNELDIA | GATE(VG,VS,VL,VW)

25 10 1.5/2.0/2.5

35 12 2.5/3.0/4.0

VG TYPE VS TYPE VLTYPE VW TYPE
45 4.0/5.0/6.0/7.0

Pre-assemble the hot runner system. Put
the whole unit into the clamping plate.
Screw up the manifold and then connect
the wire and connector.
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Assemble the cylinder on the clamping plate.
Connect the air pipe and solenoid valve,

BREREXEAR L, EERSESBHE

Put the clamping plate onto the cavity
plate, then screw it up tightly.Put and
screw up the insulation plate.
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Finishing the installation.
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